. . OPTOFORCE
OPTOFORCE Driver Installation Sensing Flexibility

DRIVER INSTALLATION GUIDE

The OptoForce DAQ requires a device driver in order to operate.
Operation systems like Windows 7 or Windows 8 may install it automatically.

However, in many cases the DAQ needs manual driver installation.

PLEASE NOTE THAT ADMINISTRATOR PRIVILAGE COULD BE REQUIRED FOR THE
DRIVER INSTALLATION IF SO PLEASE CONTACT YOUR SYSTEM ADMINISTRATOR!

How to decide if manual installation is needed

First Step
Connect the sensor to the DAQ and to your PC, as it is shown in the figure below.
Second Step

In the pendrive, locate the ODV folder and start the

OptoForce Data Visualization Software ( OptoForce_DV.exe )
Result

If in the OptoForce Data Visualization software on the Connection tab, the

Available Sensors shows 0 than manual driver installation is needed!

Sensor -~

USB cable

Sensor cable 1m (£5cm)
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Manual Driver Installation

WINDOWS XP

* Please disconnect and reconnect the DAQ while the data visualization software is running
to verify the automatic driver installation.
* If in the OptoForce Data Visualization software on the Connection tab, the Available

Sensors shows 0 than manual driver installation may be needed.

C' OptoForce Data Visualization Software

Connection Flats

Avaiable 7] auto Open|_Openall | STATUS CONFIG

Sensors:

0 ] Ao Zero State 5PS X v z Speed | Filter | Mode

[ &TF tmi)

BTF (mh)
Se ’ Open fero no connection 0 nc nc nc nc nc nc

BTF (mh)
Sens Open Zero no connection a nc nc nc nc nc nc m

BTF (mh)
Sensor Cpen Zero no connection 1] nc nc nc nc nc nc

BTF (mh))
Sensor I3 Cipen Zero no connection a nc nc nc nc nc nc m

DG Configuration Export ta File

Speed 100Hz  » file name:
CDBERecarded
- «—wn | OPTOFORCE

Sensing Flexibility Wiritten line court:
v
Made 0

Write to File

s start & /[~ © CptoForce DataVisu,.. U, 1031 AN
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Manual Driver Installation

* In order to do a manual driver installation the Device Manager must be opened.
* First make sure you have closed all running applications.

* Open the START menu and click on Run...

PLEASE NOTE THAT ADMINISTRATOR PRIVILAGE COULD BE REQUIRED FOR THE DRIVER

INSTALLATION IF SO  PLEASE  CONTACT YOUR  SYSTEM  ADMINISTRATOR!

Administrator

fe Internet J My Documents
< Internet Explorer

o i b My Recent Documents »
: -I E-mail

Outlook Express ’ ﬁ) MU PicHres

‘! MSN J’ My Music

g’ My Computer
@ Windows Media Player

E’ Control Panel
_‘% Windows Messenger

Q Set Program Access and

Defaults

.@ Tour Windows XP ﬁ Connect To 4
—

, Files and Settings Transfer }i\é Printers and Faxes

Wizard
@) Help and Suppart
p Search

All Programs D 7J Run...

@] Log OFf (D Turn OFf Computer

/4 start e r 9,5 10:17 AM

Recycle Bin
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Manual Driver Installation

* Type in devmgmt.msc and hit ENTER.

Type the name'or a program, folder, document, or
Internet resource, and Windows will open it for you,

¥

,][ Cancel ][ Browse... ]

4y 10019 AM
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Manual Driver Installation

* In the Device Manager select OptoForce DAQ (with a small yellow triangle) and right-click

on that.

Z: Device Manager,

File  Ackion  Wiew  Help
£

= g, VERES-CCZSEOG2C
Batkeries

Bluetooth Radios
:z} Computer
e Disk drives
§ Display adapters
< DWD/CD-ROM drives
1= Floppy disk controllers
+ ﬁ Floppe disk drives
+-{Hg Human Interface Devices
+|-i=%) IDE ATAIATAPI contrallers
o S Koo RIGHT CLICK
+|- ") Mice and other pointing devices
+ E& Metwork adapters
- er devices

‘-a'- OptaForce DAC

+ PO UM B LP T
+ ﬂ Processors
+ @% 251 and RAID conkrollers
+-®, Sound, video and game controllers
+-age Skorage volumes

+- 4 System devices
+ Iniversal Serial Bus controllars

+++++++h

vice Manager J e 1020 AM

OptoForce 2013 page>5



. . OPTOFORCE
OPTOFORCE Driver Installation Sensing Flexibility

Manual Driver Installation

* From the pop-up menu choose Update Driver... .

£ Device Manager

File  Action  Wiew Help

M ES 2E A =1a

-2 WERES-CCZSEDRZC

! % Batkeries
+ EBluetooth Radios
¥
¥
¥
¥
¥
¥
¥
¥
¥
¥
¥

j Computer

g Disk drives

‘§ Display adapters

i DVDJCD-ROM drives

(=4 Floppy disk controllers

ﬁ. Floppy disk drives

8 Human Interface Devices

= IDE ATAJATAPL controllers

‘Z» Kevboards

';J' Mice and ather pointing devices

ES Metwork adapters

@ Other devices
s 0

Update Driver. ..

5 Ports (COM 2
% Processors
€& 5CST and RATL

.
.
Uninskall

.

+- @, Sound, video:  Scan For hardware changes
+

+

.

g Skorage volum
') System device  Properties
Universal Serial Bus controllars

Launches the Hardware Update Wizard For the selected device,

4 Start & o
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Manual Driver Installation

* Select No, not this time and click on the Next button.

Welcome to the Found New
Hardware Wizard
Windows will search for current and updated software by

looking on your computer, on the hardware installation CD, or on
the Wind Update Web site [with your permission).

Can Windows connect to Windows Update to search for
software?

O Yes, this time only

ime | connect a device
(O No, not this time ‘

Click Next to continue.

Cancel

: s start ([ (\ I Found New Hardware. .. . =<9, U 10:07 AM
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Manual Driver Installation

* Then select Install from a list or specific location (Advanced) and click on the Next

button.

. _'L e

Found New Hardware Wizard

This wizard helps you install software for:

OptoForce DAQ

(') If your hardware came with an installation CD
&2 or floppy disk. insert it now.

What do you want the wizard to do?

| 1 i )
(® Install from a list or specific location (Advanced)

Click Next to continue.

[ < Back ][ Next > ][ Cancel ]

L 2

Recycle Bin

P— - .
1 s start & /- M Found New Hardware... =< 9,5 10:10 AM
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Manual Driver Installation

* Hit Browse and point to the DRIVER folder on the pen drive.

-t

Found New Hardware Wizard

Please choose your search and installation options.

(%) Search for the best driver in these locations.

Use the check boxes below to limit or expand the default search, which includes local
paths and removable media. The best driver found will be installed.

[T Search removable media (floppy. CD-ROM...)
Include this location in the search:

E:\DRIVER

O Don't search. | will choose the driver to install

Choose this option to select the device driver from a list. Wi es not guarantee that
the driver you choose will be the best match for your hard

[ < Back ][ Next > ] [ Cancel ]

ll,' start (2] / Il Found New Hardware... =< 9,0 10:11 AM
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Manual Driver Installation

* Browse for the DRIVER folder in the pen drive and hit OK.

&
N

E_gund.New Hardware Wizard

Please choose your search and installation options.

8 Browse For Folder

(®) Search for the best driver in

Use the check boxes belo
paths and removable media.

Select the folder that contains drivers for your hardware.,

[[] Search removable mn] # (L) My Documents
i

s 2 = :Q My Computer
v
[¥] Include this location @ & 3% Floppy (A9

E:\DRIVER S WinXP (C:)

# L DVD Drive (D:)

(-2 DRIVER
) opv

Choose this option to select
the driver you choose will b

(O Don't search. | will choose ] (= “«* Removable Disk (E:)

To view any subfolders, click a plus sign abave.

[ OK ][ Cancel J ‘

i s start € /- M Found New Hardware. ..
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Manual Driver Installation

* Then click on the Next button.

-t

Found New Hardware Wizard

Please choose your search and installation options.

(%) Search for the best driver in these locations.

Use the check boxes below to limit or expand the default search, which includes local
paths and removable media. The best driver found will be installed.

[T Search removable media (floppy. CD-ROM...)
Include this location in the search:

E:\DRIVER v| [_Browse |

O Don't search. | will choose the driver to install

Choose this option to select the device driver f list. Windows does not guarantee that
the driver you choose will be the best match

—
[ < Back I][ Next > ] [ Cancel ]

€ [/~ M Found New Hardware... =< '3, 0 10:11 AM
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Manual Driver Installation

* Wait for the installation to complete.

%..pevice Manager

File  Action  Views  Help

g B =5
|- M) WERES-CC2SEDE2C
Please wait while the wizard installs the software. .

(3 IISE Communications Part

[2 L2

¢ Back Mest > Cancel

_E_[.;, Device Manager J e 125 AM

OptoForce 2013 page 12



. . OPTOFORCE
OPTOFORCE Driver Installation Sensing Flexibility

Manual Driver Installation

* Once the installation completed a new USB Communication Port is available (that is
required for the DAQ to communicate with the PC).

* You can click on Finish.

- [=]x)

File  Action  Wiew Help

M ES 2E A =1a

Completing the Hardware Update
Wizard

The wizard haz finighed inztalling the software for;

(3 USE Commurications Port

Click Firizh to cloze the wizard.

Finizh

—— - = [
‘e stant E [~ L Device Manager | %ot 1026 AN
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Manual Driver Installation

* In case of a successful driver installation you must find a new USB Communication Port
under the Ports (COM &LPT).

* Now disconnect the DAQ and then reconnect and you may restart your operating system.

£ Device Manager

File  Action Wiew Help

NS E2E A <R

= VERES-CCZSENGZC
¥
¥
¥
¥
¥
¥
¥

Bakteries
Bluekooth R.adios
iy Computer
e Disk drives
§ Display adapters
i DVDYCD-ROM drives
1= Floppy disk controllers
+ _ﬁ Floppy disk drives
+-{28 Human Interface Devices
+-i=) IDE ATASATAPL controllers
+|- s Keyboards
+- 1) Mice and other pointing devices
+|- E8 Metwork adapters
= 5 Porks (COM & LPT)
F“f Carnrunications Park (COM1)
F“f Carrunications Park (COM2)

(SO ST

il

A
+- v

+ @é 551 and RAID controllers

+-8), sound, video and game controllers
+|-g® Storage volumes

+- ¢ System devices
+ Universal Serial Bus controllers

I P N ey i oo A
iy Stanrt = ) ce Manager Yy e 10:28 AM
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Manual Drive

r Installation

OPTOFORCE

Sensing Flexibility

* Now you can run the OptoForce Data Visualization Software and you can check the

Available Sensors at the Connection tab to verify the success of the driver installation.

* For the first time you may disconnect and reconnect the DAQ (after the reconnect please

wait for a few seconds.)

* If you can see available sensor(s) you are ready and you can start evaluating the

development kit.

' OptoForce Data Visualization Software

Connection

Plots

Available
Sensors:

1

V] suta Open STATUS
7] tuto Zero State SPS %

‘s start

€ (..: O’ OptoForce Data Visu...

nc

nc

nc

v
Cpen Fera no connection 1} nc

SenSOI’ : Open Zero nio connection 1] nc
SenSOI’ & Open Zero nio connection 1] nc

D& Gs Configuration

Speed 100Hz  »

- «wu | OPTOFORCE

Sensing Flexibilit
0 y

nc

nc

nc

CONFIG

Speed Filter Mode [ &TF (mrgy
BTF (mhl)

100 Hz | 15Hz | raw
BITF (mh)

nc nc nc
BITF (mh)

nc nc nc
BTF (mk)

nc nc nc

Export to File
file name:

ODBERecorded

WWite ta File
Wiritten line count:
[u]
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